Adhesives & Auxiliaries

PRODUCT OVERVIEW AND TECHNICAL USE

ACRIFIX®

FABRICATION TYPE EXAMPLE OF BOND
Point of Sale Display

(Tmm - 10mm) ° I I

Point of Sale Display

(10mm - 25mm)

Point of Sale Display - Food
Contact (1mm - 25mm) I I
AIL Ih

Point of Sale Display - Interior

reinforcing (1mm - 10mm) o

Surface or Area Lamination for
Clears or Translucent Colours

Surface or Area Lamination
for Solid Colours

Signage Lettering I I

Signage Lettering (For

reinforcing on the inside.) e I I

Signage Lettering (Can hide

the shadows in I I
V|

the corners.)
b/c

a = Adhesive
b =Adhesive Tape with non-adhesive center strip
¢ =Adhesive polyester or celluose tape

L
-

End to End Joining Projects
Using a V-Groove

Containers to
hold water or
fish tanks

Tubes

ACRIFIX TO USE

ACRIFIX® 180127

ACRIFIX® 180117

ACRIFIX® 180117

ACRIFIX® 150126

ACRIFIX® 1R9019

ACRIFIX® 2R0190

ACRIFIX® 150127 or 1R9016
(Waterproof - Ideal for exterior use.)

ACRIFIX® 150126 or 1R9016
(Waterproof - Ideal for exterior use.)

ACRIFIX® 150109
(Ideal for illuminating applications.)

ACRIFIX® 2R0190 (One can use

colour to hide the join.)

ACRIFIX® 2R0190 or 1R9016
(Both glues are waterproof.)

ACRIFIX® 2R0190 or 1R9016
(Both glues are waterproof.)

SUBSTRATES

PMMA XT & GS (Cast &
Extruded Acrylic,
PETG, PVC

PMMAXT & GS (Cast &
Extruded Acrylic)

PMMA XT & GS (Cast &
Extruded Acrylic)

PMMAXT & GS (Cast &
Extruded Acrylic,
PETG, PVC, ABS

PMMAXT & GS (Cast &
Extruded Acrylic)

PMMAXT & GS (Cast &
Extruded Acrylic)

PMMAXT & GS (Cast &
Extruded Acrylic)

PMMAXT & GS (Cast &
Extruded Acrylic)

PMMAXT & GS (Cast &
Extruded Acrylic)

PMMAXT & GS (Cast &
Extruded Acrylic)

PMMAXT & GS (Cast &
Extruded Acrylic)

PMMAXT & GS (Cast &
Extruded Acrylic)
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Various techniques are known for bonding of PLEXIGLAS®, the choice of ®
which depends both on the material to be bonded and the adhesive used.
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3 SEAMS IN T-JOINTS
CAPILLARY BONDING: Application

of the adhesive to parts put together. 1) Butt joint

2) External fillet joint

3) T-joint, internal 45°

4) T-joint, internal 46—48°

Introducing the polymerisation BONDING GAPS SHAPES FOR BUTT JOINTS
adhesive into a butt joint .
G
a) Sheet thickness <5mm ;
, d) Block thickness e ———

b) Sheet thickness 6 to 20mm > 30 mm (addition of G nillin
c) Sheet thickness 21 to 25 mm ACRIFIX® MO 0070)

(addition of ACRIFIX® MO 0070) /\'10“/\

CUT ANGLE GRAPH
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' Material Opening ‘l

thicknessd  of joint

3 mm 30 l
4 mm 26°
5 mm 21°
6 mm 17¢
8 mm 13° l

< 10 mm
20 mm

30 mm ,5°

50 mm
70 mm

]
4l

Material thickness (mm) mmmp

10 12 14 16 18 20 22 24 26 28 30
Opening of V-groove angle (°) mmmp




